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must be protected from radiant heat, 
including the direct rays of the sun, by 
structural erections or awnings. A tar-
paulin covering the cylinders is not ac-
ceptable if it comes in contact with 
them. 

[Amdt. 176–30, 55 FR 52704, Dec. 21, 1990, as 
amended at 66 FR 45185, Aug. 28, 2001]

§ 176.220 Smoking or open flame and 
posting of warning signs. 

(a) Smoking or the use of open flame 
is prohibited in any hold or compart-
ment containing a Division 2.1 (flam-
mable gas) material, near any Division 
2.1 (flammable gas) material stowed on 
deck, or near any ventilator leading to 
a hold containing this material. 

(b) A sign carrying the legend:

FLAMMABLE VAPORS 
KEEP LIGHTS AND FIRE AWAY 

NO SMOKING 

must be conspicuously posted at each 
approach to an ‘‘on deck’’ Division 2.1 
(flammable gas) material stowage area 
and near each cargo hold ventilator 
leading to a hold containing this mate-
rial. The sign must be painted on a 
white background using red letters. 
The letters may not be less than 8 cm 
(3 inches) high.

§ 176.225 Stowage of chlorine. 

Chlorine (UN 1017) must be stowed 
separate from copper or brass leaf 
sheets and from finely divided organic 
material.

§ 176.230 Stowage of Division 2.1 (flam-
mable gas) materials. 

Division 2.1 (flammable gas) mate-
rials transported in Specification 106A 
or 110A multi-unit car tanks must be 
stowed on deck only, and must be 
shaded from radiant heat.

Subpart I—Detailed Requirements 
for Class 3 (Flammable) and 
Combustible Liquid Materials

SOURCE: Amdt. 176–30, 55 FR 52705, Dec. 21, 
1990, unless otherwise noted.

§ 176.305 General stowage require-
ments. 

(a) A Class 3 (flammable) or combus-
tible liquid must be kept as cool as rea-
sonably practicable and be stowed 
away from all sources of heat and igni-
tion. 

(b) Except as otherwise provided in 
§ 176.76(g), a package containing a Class 
3 (flammable) liquid and equipped with 
a vent or safety relief device must be 
stowed ‘‘on deck’’ only. 

(c) The following requirements apply 
to each hold or compartment in which 
any Class 3 (flammable) or combustible 
liquids are being transported: 

(1) The hold or compartment must be 
ventilated except that the stowage of 
non-bulk packages of Class 3 (flam-
mable) liquids with a flash point above 
23 °C (73 °F) (see 49 CFR 171.8 defini-
tions) may be in non-ventilated holds. 

(2) Stowage of a Class 3 (flammable) 
or combustible liquid within 6 m (20 
feet) of a bulkhead which forms a 
boundary or deck of a boiler room, en-
gine room, coal bunker, galley, or boil-
er room uptake is not permitted. If the 
amount of the liquid to be stowed in a 
hold will not permit compliance with 
the requirement for a 6 m (20 foot) sep-
aration, less separation distance is au-
thorized if at least one of the following 
conditions exists: 

(i) The bulkhead or deck is covered 
with at least 8 cm (3 inches) of insula-
tion on the entire area subject to heat; 

(ii) A temporary wooden bulkhead at 
least 5 cm (2 inches) thick is con-
structed in the hold at least 8 cm (3 
inches) off an engine room or 15 cm (5.9 
inches) off a boiler room bulkhead, cov-
ering the entire area of the bulkhead 
that is subject to heat, and the space 
between the permanent bulkhead and 
the temporary wooden bulkhead is 
filled with mineral wool or equivalent 
bulk noncombustible insulating mate-
rial; or 

(iii) A temporary wooden bulkhead is 
constructed of at least 2.5 cm (1 inch) 
thick tongue and groove sheathing, lo-
cated 1 m (3 feet) from the boiler room 
or engine room bulkhead, and filled 
with sand to a height of 2 m (7 feet) 
above the tank top, or, if the cargo 
compartment is located between decks, 
1 m (3 feet) of sand.
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